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RODNEY INDUSTRIES
MARANI HARD HOSE IRRIGATORS

MARANI HARD HOSE IRRIGATORS

P: 07 3624 0300 
E: sales@rodneyind.com.au

Issue D
ate: M

ay 2022

STANDARD EQUIPMENT
• Telescopic hydraulic feet 
• Pressure gauge (glycerine bath) 
• Speed equalizer
• 4 Speed gearbox 
• Tachometer 
• Winding handle
• Hot galvanized chassis and reel 
• Safety guards
• Water Inlet Shut-Off Valve
• PTO
• Flexible connection pipe with storage reel
• Mechanical lift of drawbar
• Hydraulic lifting device of trolley by hand 

pump
• Galvanized raingun trolley mounted on 

variable track hard rubber wheels 
• Turbine mounted on the gearbox with built-in 

bypass
• 2 Large flotation wheels
• 5 Wheel trolley

GT070B

TECHNICAL DATA

Model Pressure at 
Inlet (BAR)

Flow Rate
(L/M)

Wetted 
Width at 

80% (Mtr)
110/500 4.5 – 11.5 522 - 1202 59 - 88

125/400 4.4 – 10.9 848 – 1988 70 - 106

SIZES AVAILABLE
• 110mm x 500m
• 125mm x 400m

! NOTE !
• Specify gun when ordering

SIZE (cm)

A B C D E F G H

375 385 345 325 243 235 309 360

*  Please note dimensions and weights are to be 
used as a guide only.

Dry Weight 3650 kg

Description  Code

GT070B 110mm x 500m D GT070B110500

GT070B 125mm x 400m H GT070B125400

SIME Explorer Big Gun 25° 140055KIT

Nelson SR200 Gun SR200K

Komet 160 Ultra Kit 5010255KIT

Option Code

Ma-Rain 26 Kit c/w solar panel and 
pressure switch 35462700KIT

Ma-Rain 56 Kit 35510120SKIT

Hydraulic Rotation with Hydraulic Lift of 
Trolley and Hydraulic Lift of Drawbar with 
Tractor Jacks

80460300S

Emptying Compressor 75430550
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