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RODNEY INDUSTRIES
MARANI HARD HOSE IRRIGATORS

MARANI HARD HOSE IRRIGATORS

P: 07 3624 0300 
E: sales@rodneyind.com.au

Issue D
ate: M

ay 2022

STANDARD EQUIPMENT
• Mechanical lifting device trolley 
• Hot galvanized chassis and reel
• Telescopic mechanical feet 
• Winding handle
• Single speed gearbox
• Safety guards
• Galvanized raingun trolley mounted on 

variable track wheels
• P.T.O. 
• Mechanical lifting device trolley
• Flexible connection pipe 2” x 6m  
• Pressure gauge (glycerine bath)
• Turbine flanged on the gearbox with 

external by-pass
• Water inlet shut off
• Computer Ma Rain 26
• Pressure switch
• Solar Panel

GT020B

TECHNICAL DATA

Model Pressure at 
Inlet (BAR)

Flow Rate
(L/M)

Wetted 
Width at 

80% (Mtr)
63/200 3.6 – 11.1 230 – 606 40 - 61

SIZES AVAILABLE
• 63mm x 200m

! NOTE !
• Specify gun when ordering
• Computer needed for high 

water application rates.

SIZE (cm)

A B C D E F G H

240 218 192 200 166 135 158 175

*  Please note dimensions and weights are to be 
used as a guide only.

Dry Weight 800 kg

Description  Code

GT020B 63mm x 200m J GT020B63200

SIME Hidra Part Circle 140020

Nelson P85 Gun 18783K

For pricing on this range of products, 
please contact our Sales Department

ROCKHAMPTON
4/415 Yaamba Rd, Rockhampton Qld 4701
Phone:  07 4923 6969
info@dowdens.com.au

PROSERPINE
2 Mann St, Proserpine Qld 4800
Phone  07 4969 4940
info@dowdens.com.au


